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Les crapauds de ixation Lindapter ont fourni un moyen de sécuriser un immense 
écran multimédia à l’extérieur du stade le plus cher jamais construit.

Stade Allegiant

Site : Las Vegas, États-Unis
Marché : Stades / Arenas 
Produit : Crapaud de ixation Type AAF
Quantité : 4,200

En 2017, l’équipe NFL (ligue américaine) de football 
américain, Las Vegas Raiders, annonçait son projet de 
faire construire un stade de classe internationale à Las 
Vegas et de quitter son ancien stade à Oakland. La 
construction du Stade Allegiant a débuté en novembre 
2017 et a été achevée pendant l’été 2020. Avec un coût 
de 1,8 milliard de dollars, c’est l’un des sites sportifs les 
plus impressionnants, les plus high tech et les plus chers 
de la planète.

Le stade se distingue, en particulier, par son écran géant 
multimédia de 83 mètres installé en extérieur. Au cours des 
travaux de construction, il s’est avéré que l’assemblage de 
la structure métallique utilisée pour l’écran serait retardé. 
En efet, le moyen d’assemblage retenu au départ ne 
répondait pas à l’exigence imposée par les « Authorities 
Having Jurisdiction » (AHJ) (autorités compétentes aux 
États-Unis), à savoir que les systèmes d’assemblage 
d’une marque commerciale déposée doivent avoir obtenu 
l’accréditation d’un organisme tiers. L’entreprise a pris 
contact avec un distributeur Lindapter local pour savoir s’il 
pouvait proposer une solution à ce problème et éviter ainsi 
des délais qui auraient engendré des coûts importants.

Le Type AAF est facile et rapide 
à installer en hauteur

Étude de cas - Stades / Arenas

Contexte du projet

Cahier des charges



Après avoir pris connaissance du descriptif des piliers 
de structure utilisés dans la construction du stade et 
des exigences anticipées en matière de charge pour 
la structure métallique de l’écran, l’équipe de support 
technique Lindapter a proposé une solution. Plusieurs 
caractéristiques de l’assemblage incorporaient des cadres 
supports et des platines en acier reliés à la structure 
métallique au moyen de crapauds de ixation réglables 
Type AAF Lindapter, à haute résistance au glissement. 

Des crapauds Type AAF 
étaient prévus dans 
l’assemblage avec des 
boulons classe A325 d’un 
demi-pouce de diamètre 
dans des conigurations 
à 2 et à 4 boulons. 

Les crapauds de ixation Type AAF ont permis 
d’obtenir un assemblage sans perçage ni soudage, 
rapide et facile à installer en hauteur. 

Ils répondaient également aux exigences « AHJ » 
du fait qu’ils ont obtenu les homologations 
d’organismes indépendants, dont l’accréditation 
ICC-ES pour la conception des structures en 
parasismique.

Avantages

4 Homologations techniques   
 d’organismes indépendants

4 Sans perçage ni soudage

4 Haute résistance au glissement

4 Entièrement réglable sur place

Cliquez ici 
pour en 

savoir plus

4200 Type AAF soutiennent 
l’écran de 83 mètres

Cliquez ici pour regarder
la vidéo d’installation...

L’entreprise a utilisé au total 4 200 crapauds de ixation 
Type AAF pour assembler les cadres supports et les 
platines aux piliers de structure. Comme il était possible 
de positionner les assemblages au plus près de 
l’emplacement prévu, avant d’efectuer les derniers 
réglages et le serrage inal des crapauds au couple au 
moyen d’une clé dynamométrique étalonnée, l’installation 
a été réalisée rapidement et n’a présenté aucune diiculté. 
Avant d’installer l’écran multimédia, les crapauds et 
les assemblages ont tous été peints en noir pour les 
intégrer parfaitement à la palette de couleurs utilisée 
pour le stade.
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DETAIL A
SCALE 1 : 2

3" x 3" x 5/8" Plate Washer
50ksi min. yield strength steel
required to locally strengthen

the 3/8" plate against the clamp

(optional) Ø1/2" DTI Washer (ASTM F959)

Ø1/2" Washer (ASTM F436)

Ø1/2" Nut (ASTM A563)

Ø1/2" Washer (ASTM F436)

Lindapter LAAF050 Clamp

Ø1/2" x 3-3/4" Bolt
(ASTM F3125 Grade A325)

L4x4x1/4" Angle,
with connection
to HSS by others For combined loadings the current relevant national

standard should be taken into consideration 

Assembly Data:

Static Tensile SWL = 7644 lbs Factor of Safety :
4.5 : 1

Static Slip SWL = 1528 lbs Factor of Safety :
2 : 1

Lindapter Fastener 
Tightening Torque = 
(Unlubricated Bolts)

66 ft-lb (or if using DTI washers 
use DTI indicators instead)

DWG.  NO. REV.

CHECKEDDATE

WEIGHT:

DESCRIPTIONREV. DATEBY

0SWARH-00176

A.R. 29-MAY-2020

Connection of 
Angles to W24x68

(from Detail 4 of S7.1)
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DRAWING NOTES:

PROJECT

DIMENSIONS ARE IN INCHES1.
TOLERANCES:      2.
ANGULAR:       BEND  3.
MATERIAL COATINGS TO BE SPECIFIED BY THE ENGINEER 4.

DO NOT SCALE THIS DRAWING1.
THIS DRAWING AND THE COPYRIGHT THEREIN ARE THE 2.
PROPERTY OF LINDAPTER INTERNATIONAL.  IT IS ISSUED ON 
THE CONDITION THAT IT MUST NOT BE USED, COPIED, 
DISTRIBUTED OR EXHIBITED  WITHOUT WRITTEN PERMISSION 
AND CONSENT.  THE DRAWING MUST ALSO NOT BE USED 
FOR ANY OTHER PURPOSE THAN WHICH IT IS ISSUED.
IT IS THE RESPONSIBILITY OF THE ENGINEER TO PERFORM 3.
ALL REASONABLE CHECKS ON THE SUPPORTING AND 
SUPPORTED MEMBERS.  THAT IS LOCAL TO THE 
CONNECTION AND THE LINDAPTER COMPONENTS, BOTH 
FOR THE LOAD APPLIED AND THE CLAMPING FORCE 
GENERATED FROM THE TIGHTENING OF THE FASTENERS.
IF FELT NECESSARY, WHERE EXCESSIVE VIBRATION MAY BE 4.
A CONCERN, IT IS ACCEPTABLE FOR CERTAIN TYPES OF 
ANTI-VIBRATION LOCKING DEVICES SUCH AS, BUT NOT 
LIMITED TO, PROPRIETARY WASHERS AND NUTS TO BE 
USED WITH LINDAPTER COMPONENTS AND/OR 
ASSEMBLIES; SPRING WASHERS OF ANY TYPE ARE NOT 
RECOMMENDED.  IN THESE SITUATIONS IT IS IMPORTANT 
THAT THE MANUFACTURER'S INSTALLATION INSTRUCTIONS 
ARE FOLLOWED. NO GUARANTEES OR WARRANTIES ARE 
IMPLIED.
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DETAIL A
SCALE 1 : 2

3" x 3" x 5/8" Plate Washer
50ksi min. yield strength steel
required to locally strengthen

the 3/8" plate against the clamp

(optional) Ø1/2" DTI Washer (ASTM F959)

Ø1/2" Washer (ASTM F436)

Ø1/2" Nut (ASTM A563)

Ø1/2" Washer (ASTM F436)

Lindapter LAAF050 Clamp

Ø1/2" x 3-3/4" Bolt
(ASTM F3125 Grade A325)

3/8" Bent Plate,
with welded stiffeners and
connection to HSS by others

For combined loadings the current relevant national
standard should be taken into consideration 

Assembly Data:

Static Tensile SWL = 7644 lbs Factor of Safety :
4.5 : 1

Static Slip SWL = 1528 lbs Factor of Safety :
2 : 1

Lindapter Fastener 
Tightening Torque = 
(Unlubricated Bolts)

66 ft-lb (or if using DTI washers 
use DTI indicators instead)

DWG.  NO. REV.

CHECKEDDATE

WEIGHT:

DESCRIPTIONREV. DATEBY

0SWARH-00173

A.R. 29-MAY-2020

Connection of 
Plate to W14x26
(from Detail 2 of S7.1)

CUSTOMER

GB-016002
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SCALE:
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OFFICIAL LINDAPTER DISTRIBUTOR:

generalmail@swfastener.comwww.swfastener.com

800-350-8265
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DRAWING NOTES:

PROJECT

DIMENSIONS ARE IN INCHES1.
TOLERANCES:      2.
ANGULAR:       BEND  3.
MATERIAL COATINGS TO BE SPECIFIED BY THE ENGINEER 4.

DO NOT SCALE THIS DRAWING1.
THIS DRAWING AND THE COPYRIGHT THEREIN ARE THE 2.
PROPERTY OF LINDAPTER INTERNATIONAL.  IT IS ISSUED ON 
THE CONDITION THAT IT MUST NOT BE USED, COPIED, 
DISTRIBUTED OR EXHIBITED  WITHOUT WRITTEN PERMISSION 
AND CONSENT.  THE DRAWING MUST ALSO NOT BE USED 
FOR ANY OTHER PURPOSE THAN WHICH IT IS ISSUED.
IT IS THE RESPONSIBILITY OF THE ENGINEER TO PERFORM 3.
ALL REASONABLE CHECKS ON THE SUPPORTING AND 
SUPPORTED MEMBERS.  THAT IS LOCAL TO THE 
CONNECTION AND THE LINDAPTER COMPONENTS, BOTH 
FOR THE LOAD APPLIED AND THE CLAMPING FORCE 
GENERATED FROM THE TIGHTENING OF THE FASTENERS.
IF FELT NECESSARY, WHERE EXCESSIVE VIBRATION MAY BE 4.
A CONCERN, IT IS ACCEPTABLE FOR CERTAIN TYPES OF 
ANTI-VIBRATION LOCKING DEVICES SUCH AS, BUT NOT 
LIMITED TO, PROPRIETARY WASHERS AND NUTS TO BE 
USED WITH LINDAPTER COMPONENTS AND/OR 
ASSEMBLIES; SPRING WASHERS OF ANY TYPE ARE NOT 
RECOMMENDED.  IN THESE SITUATIONS IT IS IMPORTANT 
THAT THE MANUFACTURER'S INSTALLATION INSTRUCTIONS 
ARE FOLLOWED. NO GUARANTEES OR WARRANTIES ARE 
IMPLIED.

ESR-3976

Solution Résultat

Installation

Stade Allegiant
Étude de cas - Stades / Arenas

https://www.lindapter.fr
https://www.youtube.com/watch?v=3IzwM1bXGh0

